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CODE 50

Weare pleased to armOW1CEthe availability of an approved
BI.1VII substitute fuel pumpas an al ternati ve to the Al-i'F305
on current I'1GB and t-t3B/GT and rrost past model MG autorrobiles.

'Ihis replacerrent pumpis available from your Distributor under
Part No. BI1'-1601010. The package includes:'

a) OneAC (D.S. ~1ade) fuel pump.

b) 'IWospecial brass unions for ease
offitment to existing fuel lines.

c) Onemounting bolt.

d) Fully illustrated instructions.

The installation instructions are reproduced on ti1e reverse side
of t,llls bulletin for your reference.
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i



c
SU FUEL PUMP REMOVAL
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INSTALLATION OF AC FUEL PUMP ASSEMBLY

RUBBER MOUNTING RING

LUCAR POSITIVE TERMINAL

COIL BODY BREATHER TUBE

I@

FRONT OF VEHICLE

INTAKE

OUTLET

UNDERSIDE OF VEHICLE

PRE-ASSEMBLY OF AC FUEL PUMP

BRASS ADAPTOR

POSITIVE TERMINAL

INTAKE

FRONT OF VEHICLE

OUTLET

LOOSEN CLIP AND MOVE HOSEAPPROX.
4" FURTHER ONTO STEEL PIPE. TURN
FLEXIBLE LINE UNTIL BANJO BOLT
FITS OUTLET PORT.

1. Switch on engine and insure that all air has
been expelled from the system.

2. Check for leaks.

LUCAR POSITIVE TERMINAL.

LUCAR GROUND
TERMINAL


